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MAXIMUM WEIGHT — 39 LBS o

MAXIMUM EFFECTIVE PROJECTED AREA — 1.24 SQ. FT.

FIXTURE AND DRIVER SHALL HAVE 10 YEAR WARRANTY HINGED DOOR HOUSING

ORDERING INFORMATION:

MANUFACTURE:| HOLOPHANE

TYPE:| UTILITY POST TOP FULL CUTOFF LED (PUL)

070 = 70W 350mA (FOR LOCAL LUMINAIRE*)
WATTAGE /DRIVER: [ 105 = 105W 525mA (FOR COLLECTOR LUMINAIRE*)
* — SHALL BE DETERMINED BY PUBLIC UTILITIES ENGINEER

COLOR TEMPERATURE:| 4K = 4,000K

VOLTAGE:| AS = AUTO SENSING (120 VOLT)

COLOR:| B = BLACK

OPTICS:[ L3 = ASYMMETRIC FULL CUTOFF, FLAT GLASS

FINIAL (FACTORY INSTALLED):| B BALL

OPTIONS: | H NEMA TWISTLOCK PHOTOCONTROL RECEPTACLE

DLL127 1.5 JU* (120—277V, 1.5 ANSI STD.) WITH 10 YR. WARRANTY.
LED PHOTOCELL:

* JU = 1 UNIT, J12 = 12 UNITS, J50 = 50 UNITS
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